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Luminaire Measurem. Source

Code 64635W00 Code 1 Code LED SMD

Name  JOE - Terreno/Parete - Finitura:Grigio RAL9006 Goff.Ndradiale JQED Tidtféno/Parete - Finitura:Grigio RAL9006 Goff.Nirabéele4QED 11W

Line Eulumdat Date 01-10-2015 Position

Luminaire Flux 519 1Im Luminaire Power 11.0W Efficacy 47.209 Im/W Efficiency 101.03%
Source Flux 514 Im Maximum value 341.71 cd/kim Position C=60.00 G=60.00 CG Asymmetrical
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Luminaire Classification System (LCS)

LCS Zone Lumens Y%Lamp Y%Lum
FL 0°--30° 1.41m 0.3 % 0.3%
FM 30° -- 60° 117.31Im 22.8 % 226 %
FH 60° -- 80° 120.0 Im 23.4 % 23.1%
FVH 80° -- 90° 27.11m 53% 52%
BL 0°-- 30° 1.71Im 0.3 % 0.3 %
BM 30° -- 60° 111.0Im 216 % 214 %
BH 60° -- 80° 116.2Im 22.6 % 22.4 %
BVH 80° -- 90° 24.5Im 4.8 % 4.7 %
uL 90° -- 100° 0.0 Im 0.0 % 0.0 %
UH 100° -- 180° 0.0Im 0.0 % 0.0 %
TOTALS 519.3Im 101.0 % 100.0 %

BUG B1UO0G1 Type | Very Short ~ Asymmetrical
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