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Luminaire Measurem. Source
Code 64700W00 Code RF_190517_03 Code LED-LD041-BC
Name  Puro Bollards 21W DC Name  Puro Bollards 21W DC Number 1
Line Eulumdat Date 17-05-2019 Position
Luminaire Flux 2489 Im Luminaire Power 240W Efficacy 103.719 Im/W Efficiency 100.00%
Source Flux 2489 Im Maximum value 234.41 cd/kim Position C=10.00 G=57.50 CG Double Symmetrical
US ROAD STANDARDS
% Lamp Im Uplight “”'@
180° V. Short
1MH
° Short
2.25MH
Medium
5o
3.75MH /
\_,50—97/ Long
6MH Type | Type ll| Type lll | Type |
1MH 1MH 1.75MH 2.75MH
Back Front Warciapiedﬁtrada
Luminaire Classification System (LCS)
LCS Zone Lumens Y%Lamp Y%Lum
FL 0° -- 30° 104.9 Im 42 % 42 %
FM 30° -- 60° 522.9Im 21.0% 21.0%
FH 60° -- 80° 410.9Im 16.5 % 16.5 %
FVH 80° -- 90° 100.0 Im 4.0% 4.0%
BL 0°-- 30° 104.9 Im 42 % 42 %
BM 30° -- 60° 522.9Im 21.0% 21.0%
BH 60° -- 80° 410.9Im 16.5 % 16.5 %
BVH 80° -- 90° 100.0 Im 4.0% 4.0%
uL 90° -- 100° 105.2 Im 42 % 42 %
UH 100° -- 180° 106.7 Im 43 % 43 %
TOTALS 2489.3 Im 100.0 % 100.0 %
BUG B1U3G2 Type V Short  Quadrilateral Symmetry
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