Linear - Constant Current + [ nte Y I.U)(
RGBW (Constant Voltage)
driver information

Please refer to driver manufacturer’s website for current data sheets and
wiring guidelines.

El = EldoLED 0.1% dimming, 0-10V (120-277V) spec sheet 30W | 75 L1 = Lutron 1% dimming, Ecosystem (120-277V) spec sheet
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TQ = T-Series for Lutron Quantum 0.1% (120-277V) DALI = EldoLED Dali DT8 0.1% (120-277V) spec sheet

(Tunable White Only) spec sheet
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#Cl+and C2+ are electrically connected inside the driver. This supports the use of common anode loads.

BT = Wireless CAS — Casambi (Must be specified with E1 or DALI) spec sheet
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https://www.datocms-assets.com/47741/1629117471-datasheet-20sl30u-m2z0a1.pdf
https://www.datocms-assets.com/47741/1629117879-datasheet-20sl75l-m2a0a1.pdf
https://www.lutron.com/TechnicalDocumentLibrary/369832_ENG.pdf#M-Case%20Models:%20%E2%80%9CL%E2%80%9D
https://www.datocms-assets.com/47741/1629114344-datasheet-20dl75l-m2a0c1.pdf
https://casambi.com/wp-content/uploads/2020/12/CBU_A2D_Installation_USAandCanada_04122020.pdf
https://www.lutron.com/TechnicalDocumentLibrary/3691099.pdf

Linear - Constant Current + [ nte Y I.U)(
RGBW (Constant Voltage)
driver information

EL96-DMX = Osram / EldoLED, 24V, 0.1% DMX Dimming Driver spec sheet | DMX interface
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https://www.datocms-assets.com/47741/1638391657-specification-sheet-ot96w-24v-dim-constant-voltage-ps.pdf
https://www.datocms-assets.com/47741/1629116599-datasheet-20lin100d2-2.pdf

