
Luminaire Measurem. Source
Code 64719W18 Code RF_200526_01_5+ Code LED-XHP005-BC
Name Puro_180 Bollards 12W DC Name Puro_180 Bollards 12W DC Number 1
Line Eulumdat Date 26-05-2020 Position

Luminaire Flux         357 lm Luminaire Power   14.0 W Efficacy   25.479 lm/W Efficiency 100.00%

Source Flux         357 lm Maximum value 769.68 cd/klm Position C=90.00 G=90.00 CG Asymmetrical
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Luminaire Classification System (LCS)

LCS Zone Lumens %Lamp %Lum

FL 0° -- 30° 9.6 lm 2.7 % 2.7 %

FM 30° -- 60° 68.3 lm 19.1 % 19.1 %

FH 60° -- 80° 93.8 lm 26.3 % 26.3 %

FVH 80° -- 90° 102.1 lm 28.6 % 28.6 %

BL 0° -- 30° 0.0 lm 0.0 % 0.0 %

BM 30° -- 60° 0.3 lm 0.1 % 0.1 %

BH 60° -- 80° 0.4 lm 0.1 % 0.1 %

BVH 80° -- 90° 0.8 lm 0.2 % 0.2 %

UL 90° -- 100° 67.6 lm 18.9 % 18.9 %

UH 100° -- 180° 13.8 lm 3.9 % 3.9 %

TOTALS 356.7 lm 100.0 % 100.0 %

BUG   B0 U3 G2       Type I  Very Long       Asymmetrical
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