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Electrical Test Conditions

Temp Voltage Current Power Power Factor] Frequency | Current THD
25.2°C ]120.0 VAC] 0.09123 A| 10.44 W 0.954 60 Hz 18.2 %
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Luminaire Efficacy 62.5 Im/w Sl M G LIS
Maximum Candela| 1296 Candela 0 1296
CCT 3425 K 5 1227 112
CRI 91.6 10 1071
Duv 0.0003 15 854 233
TM-30 Rf 91.0 20 604
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0-180 062 / //3500K3°°°K Color Rendering Index Details
90-270 0.62 / / P Ra (CRI) 91.6
5000K R1 91.6
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N sk R2 94.6
. Inside 4-Step Quad 3500 K R3 96.2
Average Luminance cd/m?2 R 917
Vertical Angle |Horizontal Angle 0° 3 0.35 0.4 0.45 0.5 0 RS 90.9
X R6 92.3
0 284200 R7 93
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55 4915 R9 57.7
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Mounting otcandlss | . 6.00 I / o - .

Height (Ft) ﬁat Nadir Diameter (Ft) I \ / g Chromaticity Coordinates
4.00 81.0 2.47 4.00 \/ a Chromaticity (x) 0.4099
6.00 / 36.0 \ 3.71 500 / Chromaticity (y) 0.3938
8.0¢f 203 \4.94 j Chromaticity (U) 0.2374
1}2{' 0 13.0 6'\%8 0'00350 460 450 560 550 660 650 700 750 800 850 Chromaticity (v) 0.3421

/2.0 9.00 7.4\ Chromaticity (u’) 0.2374

7140 6.61 8.65 \ Wavelength (nm) Chromaticity (V) 0.5132

16.0 5.06 9.89 Duv 0.0003

Testing was performed in accordance with LM-79-08

The results contained in this summary pertain only to report #14208810.06




