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E1 = eldoLED 0.1% dimming, 0-10V (120-277V) L1 = Lutron 1% dimming, Ecosystem (120-277V)  spec sheet

18 AWG to 16 AWG (0.75 mm2  to 1.5 mm2)

Ground*

N
N/C

L
N/C
N/C

E1
E2

N/C
N/C
N/C
N/C

N/C
-V

+V

Please refer to driver manufacturer’s website for current data sheets and wiring guidelines.  

Coves + Perimeter - Integral Drivers 
driver information
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D2DT6 = eldoLED DALI-2 DT6 0.1% (120-277V)  
[for Static White LEDs]  spec sheet

D2DT6 = eldoLED DALI-2 DT6 0.1% (120-277V)  
[for Tunable White LEDs]  spec sheet

LEDcode/NTC +

LEDcode/NTC -

N

L

LED output 1 +

LED output 1 -

LED output 2 +

LED output 2 -DALI +

DALI +

DALI -

DALI - AUX +

AUX -

D2DT8 = eldoLED DALI-2 D2DT8 0.1% (120-277V)  
[for TW Tunable White]  spec sheet

LED output +

LED output -

LEDcode/NTC +

LEDcode/NTC -

N

L

AUX +

AUX -

DALI +

DALI -

DALI -

DALI +

LEDcode/NTC +
LEDcode/NTC -

N
L

LED output 1 +
LED output 1 -
LED output 2 +
LED output 2 -DALI +

DALI +
DALI -

DALI - AUX +
AUX -

LED output +
LED output -

LEDcode/NTC +
LEDcode/NTC -

N
L

AUX +
AUX -0-10V +

0-10V -

LEDcode/NTC +
LEDcode/NTC -

N
L

LED output 1 +
LED output 1 -
LED output 2 +
LED output 2 -

AUX +
AUX -

0-10V +
0-10V -

30W  Wiring Diagram: spec sheet

75W  Wiring Diagram: spec sheet

https://img.acuitybrands.com/public-assets/catalog/1990760/datasheet-20sl30u-m1a0a1.pdf?abl_version=07%2f29%2f2025+16%3a22%3a40&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/1992710/solodrive_75l-m2a0a_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a58%3a07&DOC_Type=SPEC_SHEET
https://www.lutron.com/TechnicalDocumentLibrary/369832_ENG.pdf#M-Case%20Models:%20%E2%80%9CL%E2%80%9D
https://img.acuitybrands.com/public-assets/catalog/1992176/1693891834-ds2010063-001-00-eldoled-dualdrive-75l-m2a0c.pdf?abl_version=07%2f29%2f2025+16%3a18%3a05&
https://img.acuitybrands.com/public-assets/catalog/1992710/1657285871-datasheet-sl75l-m1m0d3.pdf?abl_version=07%2f29%2f2025+16%3a32%3a04&DOC_Type=SPEC_D2DT6
https://img.acuitybrands.com/public-assets/catalog/1992176/1693891888-ds2010064-001-00-eldoled-dualdrive-75l-m2a0d.pdf?abl_version=06%2F07%2F2024+03%3A44%D2DT8
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Coves + Perimeter - Integral Drivers 
driver information

 D010 = eldoLED, 10% 0-10V dimming, 120-277V  spec sheet

Wiring Diagram for EcoSystem Digital Control

 

Note: Colors shown correspond to terminal blocks on driver.
1 Ground wire connection available on K-case models only. 
2 Fixture and driver case must be grounded in accordance with local and national electrical codes.

Line/Hot (Black)

E1 (Purple)

Neutral (White)

Ground 1 (Green)

To 
Line  

Voltage

Ground 2

Hi-lume 1%

-V 3 (Black)

+V 3 (Red)

LED  
light  
engine

E2 (Purple)
To 

EcoSystem 
Digital Link

L3DAE = Lutron Hi-lume 1% EcoSystem, 120-277V  spec sheet

Compatible/Recommended dimmers and interfaces:

	■ Lutron Diva DVSTV (Wallbox dimmer)

	■ Lutron Nova T NTSTV (Wallbox dimmer)

	■ Lutron Maestro MS-Z101/MS-Z101-V (Wallbox dimmer/sensor)

	■ Lutron PowPak 0-10V RMJ-5T-DV-B (Energi Tripak)

	■ Lutron GRX-TVI (0-10V interface for Grafik QS and some commercial 

dimming panels)

	■ Lutron TVI-LMF-2A (EcoSystem to 0-10V interface)

	■ Lutron QSN-4T16-S (Energi Savr Node 0-10V)

	■ Lutron TVM2 module (HomeWorks and commercial dimming panels)

EcoSystem Controls

Product Model Number Drivers per Control Dimming

PowPak dimming
module with EcoSystem

RMJ-ECO32-DV-B 3 32 per EcoSystem link 100%–1%

FCJ-ECO, FCJS-ECO 3 per EcoSystem link1 100%–1%

Energi Savr Node
with EcoSystem

2QSN-1ECO-S, QSN-
2ECO-S

64 per EcoSystem link 100%–1%

GRAFIK Eye QS
with EcoSystem

QSGRJ-_E,
QSGR-_E

64 per EcoSystem link 100%–1%

Quantum Various 64 per EcoSystem link 100%–1%

1  Up to 3 drivers controlled as a single zone (broadcast EcoSystem).

EL96 = eldoLED, 24V, 1% 0-10V Dimming  Driver spec sheet | 0-10V interface Compatible/Recommended dimmers and interfaces:

	■ Lutron Diva DVSTV (Wallbox dimmer)

	■ Lutron Nova T NTSTV (Wallbox dimmer)

	■ Lutron Maestro MS-Z101/MS-Z101-V (Wallbox dimmer/sensor)

	■ Lutron PowPak 0-10V RMJ-5T-DV-B (Energi Tripak)

	■ Lutron GRX-TVI (0-10V interface for Grafik QS and some commercial 

dimming panels)

	■ Lutron TVI-LMF-2A (EcoSystem to 0-10V interface)

	■ Lutron QSN-4T16-S (Energi Savr Node 0-10V)

	■ Lutron TVM2 module (HomeWorks and commercial dimming panels)

YELLOW

24V DC (+)

Return (-)

DIM Return (-)

NON-DIMMING
Black (L)

White (N)
VOLTAGE
120-277 V AC
50/60Hz Pout (max): 96 W

Vout: 24VDC
Iout: 0.04-4ADC

RED

Cap off Gray

Cap off Purple

0-10 V DC

Input
BLUE

YELLOW

24V DC (+)

Return (-)

DIM Return (-)

DIMMING
Black (L)

White (N)
Input
120-277 V AC
50/60Hz Pout (max): 96 W

Vout: 24VDC
Iout: 0.04-4ADC

RED

Pink  (-)

Purple (+)

0-10 V DC

BLUE

Warning: if not connected to a 0-10V dimmer, driver MUST be wired as Non-dim.
Not doing so can cause the driver and the fixtures to fail prematurely. 

Max | Vdc+

32V | Vdc-

2 

1
0.2-1.5 mm2

2 

1

9 mm
0.35 inch

0.2-1.5 mm2
AWG 24-16

9 mm
0.35 inch

AWG 24-16

VDC and LED connectors: Other connectors:

LINEARdrive 211D:
2 LED groups, 
1 control channel

R R

0-10V +
0-10V -

Ext in +
AUX VDC +

Ext in -

0-10V +
0-10V -

AUX VDC +

0-10V +

0-10V -

0-10V +

0-10V -

https://img.acuitybrands.com/public-assets/catalog/1992421/optotronic_ot96w-24v-unv-dim_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a45%3a58&DOC_Type=SPEC_SHEET
https://www.lutron.com/TechnicalDocumentLibrary/369325_ENG.pdf#%E2%80%9CC%E2%80%9D
https://img.acuitybrands.com/public-assets/catalog/1992421/optotronic_ot96w-24v-unv-dim_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a45%3a58&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/2201836/datasheet-lin211d1.pdf?abl_version=06%2f11%2f2025+05%3a09%3a07&DOC_Type=SPEC_SHEET
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OPTOTRONICS OT96W/24V/UNV/DIMeldoLED 24V DC (+)

Return (-)

DIM Return (-)

Input

VAC

Input

0 - 10V

VDC +

VDC -

LedSync shield

LedSync thru -

LedSync thru +
DMX in shield

DMX in -

DMX in +

Ext in -

Ext in +

12V/4x1.5A - 24V/4x1A Constant voltage LED driver

LED supply +

Group 1 -

Group 2 -

Group 3 -

Group 4 -

24V (+) 6 Inch Lead

24V (-) 6 Inch Lead

24V (+)

24V (-)Common (-)

Line (+)

24V (-) 6 Inch Lead

24V (-) 6 Inch Lead

N.C. Crimp 2 Inch Leads

24V (-) 6 Inch Lead

DMX (+)

DMX (-)

DMX (+)

LINEARdrive 180D

Coves + Perimeter - Integral Drivers 
driver information

DALI = eldoLED DALI-1, 0.1% dimming (120-277V)   Driver spec sheet | DALI interface

Max | Vdc+

32V | Vdc-

2 

1
0.2-1.5 mm2

2 

1

9 mm
0.35 inch

0.2-1.5 mm2
AWG 24-16

9 mm
0.35 inch

AWG 24-16

VDC and LED connectors: Other connectors:

24VDC IN

DALI

R R

DA +
DA -

Ext in +
AUX VDC +

Ext in -

DA +
DA -

TOOLbox
pro

LINEARdrive 210D:
2 LED groups, 
1 ballast

DMX = Osram / eldoLED, 24V, 0.1% DMX Dimming  Driver spec sheet | DMX interface

https://img.acuitybrands.com/public-assets/catalog/1992421/optotronic_ot96w-24v-unv-dim_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a45%3a58&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/1992263/lineardrive_100-d_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a25%3a36&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/1992421/optotronic_ot96w-24v-unv-dim_spec-sheet.pdf?abl_version=01%2f12%2f2024+15%3a45%3a58&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/2201836/datasheet-lin210d1.pdf?abl_version=06%2f11%2f2025+05%3a09%3a07&DOC_Type=SPEC_SHEET

