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Aluminum with Connector Cavity

82846 - 39.37”/1m
Clear Anodized Finish

9.84”
250mm

Rubber 2D Mini (Side Bend)
LL-RUB-2DSB

Connector Cavity can accomodate only one
connector pair and no other additional con-
nectors or cables.
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Linear Profiles
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(5) Mounting Screws
       included per profile

May be used to mount Luminaire to surface or inside groove flush to surface.  See illustrations
on first page, lower left.  
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Connector Cavity



Mounting Luminaire into Profile

Power Feed

1”*
24mm

Aluminum with Connector Cavity

Rubber 2D Mini (Side Bend)
LL-RUB-2DSB

*Feed Cable distance from end of
  Reel has a  ± .04”(1mm) tolerance 

Connector
Cavity

Luminaire

aa b c

Slot

Connector Cavity can accomodate only one
connector pair and no other additional con-
nectors or cables.

1

1

Clips

410 381 1497    inter-lux.com    answers@inter-lux.com
 updated 08.2025

Need
 Help?

Inter-lux reserves the right to make technical changes without notice.

3/5

82847 - 1.96”/50mm
Clear Anodized Finish

(1) Mounting Screw
       included per clip
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0.24”
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0.39”
10mm

0.98”
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3.5mm

1.96”
50mm

Connector Cavity
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Removing Luminaire from Profile or Clip

Lift end of Profile slightly.a Insert bent nose pliers into Profile
underneath Luminaire.

b

C

Spread sides of
Profile apart slightly

Luminaire may
be lifted out

of Profile Continue to lift Luminaire out along
length of Profile.  If a tight spot is
reached, re-insert  bent nose pliers
and spread sides of Profile to ease
removal.

Use same technique to remove Lumin-
aire from Clip.

d
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Cables

E-W200001  78.7”(2m) 
Feed Cable, Male

2-Pin to Bare Leads

E-W200002  78.7”(2m)
Feed Cable, Female
2-Pin to Bare Leads

E-W200007  196.8”(5m)
Extension Cable,

Male-Female 2-Pin
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Ends of cut fixtures must be terminated with an End Cap, ordered separately as part of the
99538 End Cap Kit. 

Terminating

a

b

Apply silicone at end of End
Cap before sealing cut Fixture.
Avoid squeeze-out as too
much silicone can cover the
LED tape’s diodes.

Mount End Cap

99538 End Cap Kit includes (2) Caps and 
(1) Tube of Silicone.

a

b

0.5”
13mm

0.5”
13mm

NOTE: If using a Mounting Profile to house
the fixture, Profile needs to be cut 0.5” (13mm)
shorter, as the End Cap does not fit within
profile.

Rubber 2D Mini (Side Bend)
LL-RUB-2DSB

0.39”
10mm

0.63”
16mm


