
410 381 1497    inter-lux.com    answers@inter-lux.com
Inter-lux reserves the right to make technical changes without notice.  updated  10.2024 

Need
 Help?

Mini Edgeless Cove
+ 20 Linear Direct

Cove  
 

WG-MEC20L-RPT

Installation 
Instructions

Recessed Plaster Trim

 
 

 

 
 

 
 

 

Luminaires must be installed by
a qualified electrician.  Check with
local and national codes for proper

installation.

To prevent electrical shock
disconnect electrical supply

 before installation or servicing.

Contractor is responsible for ade- 
quately reinforcing walls and/or ceilings

 to support  fixture weight. Provide 
blocking when necessary.Never connect a live fixture!!!

Step 1 - Open the Box
aa Unpack Luminaire unit(s).  Your order will have some or all the following items.  Multi Unit Runs

come with Joiners Kits and are supplied with associated hardware.  Remote drivers and housings
are supplied by Inter-lux.  

Indirect
Illumination

Gear Tray

Housing

Direct
Di�user

(Permanent)

End Cap
(optional)

Joiners (2)
with (4) M3 x 5mm,

Hex Head Set Screws

Direct 
Illumination

Multi Unit Runs only

(LEDs not shown)

Gear Tray
Screws (2)

Sacrificial Di�user

Indirect
Di�user

(#8-32 x ¼”)



Step 2 - Surface and Housing Prep
We recommend installing blocking behind vertical surface of Drop Ceiling for extra support.

aa

Similarly, drill feed holes for power (and control) feeds to Direct and Indirect LED
leads. In a Multi Unit Run, holes should be located in first unit in Run.

ab

Position Housing unit(s) as shown above.  In conjuction with Blocking, locate and drill clearance
holes for mounting along Groove. Size holes for screws and/or anchors (supplied by others).

Drywall  Ceiling

Co�er Unit
(Inside Corner)

Raft Unit
(Outside Corner)

Blocking

Vertical Surface
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ab If your Multi Unit Run turns corners, it will be supplied with one or both of the following types:

Corners are welded at factory and are supplied with Joiner Kits.  

Groove
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 Help?

For a Stand Alone Unit,
continue with Step 4
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a After mounting first Unit A to wall, but before mounting Unit B, slide joiners into channels
halfway into Unit A, as shown below.  Tighten (2) Set Screws on each joiner to fix them to
Unit A.

Step 3 - Joining Units - Multi Unit Run only

b Mate Unit B to Unit A such
that top and bottom Joiner
Channels slide onto respec-
tive Joiners. Ensure there are
no gaps between units. 

Unit A

Unit B

c Screw Unit B to Vertical Surface. Tighten (2) Set
Screws on each Joiner to fix them to Unit B.

d Repeat for entire Run.

Vertical Surface
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Step 4 - Apply Joint Compound 

With Sacrifical Di�user in place, apply Joint Compound to bottom of profile.  Joint Compound 
should cover all exposed channels, as well as Joiners.  Feather edges at back and front of profile
to blend wet Compound with nose of profile and ceiling.  See side views below. 

aa

Sacrificial Di�user should remain in place until sanding and 
painting have been completed.

ab

Nose

Install Permanent Di�user.ac

Di�user

Blocking

Sacrificial
Di�user
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a

Step 5 - Wiring Unit(s) 

b

b

Connect Housing Direct LEDs to Power Feed 2b

Connect Gear Tray Indirect LEDs to Power Feed 1 

a

a

c Install Gear Tray.
Fasten to housing
with Gear Tray screws.

d Repeat for all additional units in
Multi Unit Run.  Connect power to 
adjacent units.

dd

d
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Direct LEDs

Power to
Adjacent Unit Power Feed 2

Gear Tray

Indire
ct

Dire
ct

Housing

Power Feed 1

Power to
Adjacent Unit

Remote Driver

Remote Driver

NOTE: Location of Power Feed and 
mounting holes shown below are for

illustration only. Contractor to
determine location based on

specific installation.

Indirect LEDs

Multi Unit
Runs only

Multi Unit
Runs only

NOTE: The standard wiring configuration calls for
two drivers, one each for the direct and indirect

light sources for independent control.  Both may
be wired to run o� of one driver, but only if

set on medium or low power. 

IMPORTANT: Fixture(s) must be
 wired in parallel!  Refer to 

Driver and Wiring document.


