
Multi-suspended for general, accent and decorative lighting. 

n	 Suspended fixture with minimal housing.

n	 Multiple lens options for diffuse, high efficiency 
and luminous effect.

n	 Extruded aluminum housing, easily installed.  
Field maintainable and upgradeable LED and 
driver without upsetting the ceiling.

n	 Efficacy up to 138 lumens per watt (delivered)  
@ 3000K, see photometry page for details. 

n	 90+ CRI, 3 Step MacAdam (Static White).

n	 L70 (TM21 Projected 85ºC) Static White 
60,000 hours.

n	 ETL and ETL-C for dry and damp locations.

n	 Lengths and angles factory-cut to exact field  
dimensions. Standard and custom corners.

n	 Powdercoat painted.
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BAA / BABA
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320mm

120" (3048mm)
Field-adjustable

1.7"
43mm

Ø13.4"
340mm

24 - 62"
610 - 1575mm

Ø12.6"
320mm

48" - 120"
1219.2mm - 3048mm
Field adjustable

Ø13.4"
320mm

48" - 72"
1219.2mm - 1828.8mm

1.7"
43mm

Ø12.6"
320mm

Ø13.4"
320mm

0.7”

0.7”

canopy

https://www.inter-lux.com/buy-american-compliant/
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Ordering Information  

WG-20LDL-MS S

Model Number of 
Fixtures Fixation Pattern Length Power1 CRI/CCT2 Driver3 Lens Finish Options

WG-20LDL-MS 3
5
7

S120 (std)
SC

S 24 
36 
42 
48 
60

P0 
P1 
P2

927 
930 
935 
940 

E1 
D2DT6 

OD (std) 
MPL

W (std) 
B 
S 
F

AWNRF 
BT 
EM

Model
n	 WG-20LDL-MS = 20 Linear Multi - Suspended

Number of Fixtures
n	 3 = 3 fixtures
n	 5 = 5 fixtures
n	 7 = 7 fixtures (Low power only)

Fixation (field adjustable inside the canopy for  
suspension legnth and angles) 
n	 S120 = 120" suspension cable standard, field-cuttable (standard) 
n	 SC = Custom suspension cable, specify inches to the nearest 0.25"  

(i.e. 72.25") 

Pattern
n	 S = Straight run

Length
n	 24 = 24"
n	 36 = 36”
n	 42 = 42”
n	 48 = 48”
n	 60 = 60”

Power1

n	 P0 = 1.5 W/ft
n	 P1 = 3 W/ft
n	 P2 = 6 W/ft

CRI / CCT (90+ CRI minimum)2

n	 9927 = 2700K
n	 930 = 3000K
n	 935 = 3500K
n	 940 = 4000K

Driver (integral)3

n	 E1 = eldoLED 0.1% dimming, 0-10V (120-277V)
n	 D2DT6 = DALI-2 (DT6), 0.1% dimming (120-277V)  

Lens
n	 OD = Satin opal diffuser (standard)
n	 MPL = Micro-prismatic lens

Finish
n	 W = White, 15% gloss, RAL 9010 (standard)
n	 B = Black, 15% gloss, RAL 9005
n	 S = Silver, 15% gloss, RAL 9006
n	 F = Custom finished trim, specify RAL

Options
n	 AWNRF = Lutron Athena Wireless Node RF 

(specify with E1 or D2DT6)
n	 BT = Wireless CAS - Casambi 

(specify with E1 or D2DT6)
n	 EM = Emergency (remote)

 
1	 Wattage is shown for LED boards only, system wattage varies depending on driver 

selected. 7 fixtures Low power only.
2	  See photometric data sheet for delivered lumens.

3	  Remote power supply required. See power supply page for details.

Narrow Lens (NL16) Louver (LL45) Round Opal Di�user (ROD)Block Di�user (BD)Opal Di�user (OD)
Micro-prismatic Lens (MPL)

0.5"0.5"0.5" 0.8"

Lenses/Accessories

DBF_Type 1
DBF_Length Title
DBF_Options Title
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BEAM ANGLE (0-180) = 110.3 
BEAM ANGLE (90-270) = 110.4

BEAM ANGLE (0-180) = 73.8 
BEAM ANGLE (90-270) = 85.5

WG-20LDL-MS…-OD-W1		   
Delivered Lumens Per Foot

Power

P0 [1.5 W/ft] P1 [3 W/ft] P2 [6 W/ft]

C
C

T

927 166 333 659
930 170 340 674
935 174 349 690
940 175 352 697

WG-20LDL-MS…-OD-W		   
Delivered Lumens Per Foot

Power

P0 [1.5 W/ft] P1 [3 W/ft] P2 [6 W/ft]

C
C

T

927 197 395 782
930 201 404 799
935 206 414 819
940 208 418 827

Power Multiplier

P0 [1.5 W/ft] P1 [3 W/ft] P2 [6 W/ft]

9XX/RGBW 0.25 0.51 1.00

CCT Multiplier
927 927 930 935
0.96 0.98 1.00 1.01

251

502

752

1003

432

864

1296

1728

1	 Polar Plot is applicable to part number noted; use Multiplication 	Factor  
	 table to approximate other models or refer to online photometry.
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