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20 Linear Under Cabinet Light  

Installation Instructions

 
 

 

 
 

 
 

 

Luminaires must be installed by
a qualified electrician.  Check with
local and national codes for proper

installation.

To prevent electrical shock
disconnect electrical supply

 before installation or servicing.

Contractor is responsible for ade- 
quately reinforcing walls and/or ceilings

 to support  fixture weight. Provide 
blocking when necessary.Never connect a live fixture!!!

WG-20LUC-SC
WG-20LUC-MM

Step 1 - Open the Box
Unpack luminaire unit.  Unit consists of (2) major parts: Luminaire with Di�user, and Plug-in
Transformer. 

Surface Mount

Luminaire

(1) End Cap

(Installed at Factory)

Power Jack

Luminaire supplied with:

(3) Surface Clips Magnet Mount
1/foot, min. 2 

OR

(1) Plug-in
Transformer

(not to scale)
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Surface Mount

This side to Cabinet/Shelf

This side to Luminaire

A. Screw Clip (SC)

a Fasten Screw Clip to Ceiling with
screws/anchors (by others). Mini-
mum (2) clips per fixture; maxi-
mum 36” on center.

b Drill Hole in Ceiling in line with
Luminaire and insert Luminaire
Power Feed.

c Connect Luminaire Power Feed
to Remote Driver with appropriate
connectors (by others).

d Push Top of Luminaire onto Clips.
Luminaire will seat with a “click.”

e Energize!
Screw Clip seated in Top

Luminaire Channel

To Remote Driver

Luminaire
Power Feed

Step 2 - Mount Luminaire

Bottom of
Cabinet or Shelf

B. Magnet Mount (MM)

For installation on a steel surface.

a Fasten Magnets to center Screw Channel on top of Luminaire with supplied screws. Space
evenly along length. Minimum (2) Magnets per fixture, maximum o�set 24” on center.   

b Drill Hole in surface in line with Luminaire and insert Luminaire Power Feed.

c Connect Luminaire Power Feed to Remote Driver with appropriate connectors (by others).

d Lay Luminaire onto surface. Adjust position as needed. 

e Energize!

Bottom of
Cabinet or Shelf


