
410 381 1497    inter-lux.com    answers@inter-lux.com
Inter-lux reserves the right to make technical changes without notice.  updated  11.2025

Need
 Help?

20 Linear Wand  

Installation Instructions

 
 

 

 
 

 
 

 

Luminaires must be installed by
a qualified electrician.  Check with
local and national codes for proper

installation.

To prevent electrical shock
disconnect electrical supply

 before installation or servicing.

Contractor is responsible for ade- 
quately reinforcing walls and/or ceilings

 to support  fixture weight. Provide 
blocking when necessary.Never connect a live fixture!!!

WG-WAND-MM

Step 1 - Open the Box
Unpack luminaire unit.  Unit consists of (2) major parts: Luminaire with Di�user, and Plug-in
Transformer. 

Magnet Mount

Luminaire

(1) End Cap

(Installed at Factory)

Power Jack

Luminaire supplied with:

(2) Magnet Mounts

(1) Wall Plug-in
AC/DC

Transformer
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Magnet Mount

Step 2 - Mount Luminaire

Magnet Mount (MM)

For installation on a steel surface.

a Fasten Magnets to center Screw Channel on top of Luminaire with supplied screws. Space
evenly along length. Minimum (2) Magnets per fixture, maximum o�set 24” on center.   

b Insert DC power plug into DC power jack on Luminaire. 

d Lay Luminaire onto surface. Adjust position as needed. 

e Energize!

Bottom of
Cabinet or Shelf

c Plug Transformer into wall outlet.

DC Power Jack


