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ProTools 60 Linear Direct Wall 
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INSIDE CORNER (PI) 
WG-60PTLDI-SW-PI-..-..-ROL

OUTSIDE CORNER (PO) 
WG-60PTLDI-SW-PO-..-..-RML

INSIDE CORNER (PI) 
WG-60PTLDI-SW-PI-..-..-RML

OUTSIDE CORNER (PO) 
WG-60PTLDI-SW-PO-..-..-ROL

Minimum Angle	 45º 
Maximum Angle	 180º

Minimum Angle	 45º 
Maximum Angle	 180º
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INSIDE CORNER (PI) 
WG-60PTLDI-SW-PI-..-..-REO

OUTSIDE CORNER (PO) 
WG-60PTLDI-SW-PO-..-..-RLW/RLB

INSIDE CORNER (PI) 
WG-60PTLDI-SW-PI-..-..-RLW/RLB

OUTSIDE CORNER (PO) 
WG-60PTLDI-SW-PO-..-..-REO

Minimum Angle	 45º 
Maximum Angle	 180º

Minimum Angle	 45º 
Maximum Angle	 180º
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CORNER + STRAIGHT RUN CONNECTIONS 

WG-60PTL-S48-S-...

WG-60PTL-S48-P-...

Junction plate

Cross-joiner

End Caps  
(2 included 
per run)

END WALL BRACKET
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PROFILE DIMENSIONS

LENS / LOUVER DIMENSIONS
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FILLER PLATE STRAIGHT RUN / LOUVER

FILLER PLATE CORNER CONFIGURATION / LOUVER

-Louver/LED assembly is available in 6" increments. If the
required fixture length should exceed that increment, the over
length will be taken up by a Filler Plate in equal lengths on both
ends of the fixture run.
-The Filler Plate  is recessed and finished to match the louver and minimize visual impact.

FILLER PLATE RULE
Straight Run
Louver/LED Assembly

 Custom  Custom 

Louver Increment
6" (152.4mm)

Filler Plate Rule
Corner Configuration
Louver/LED Assembly

-Corners will have a 2.4"x2.4" Corner Filler Plate recessed and
finished to match the louver.
-The recessed Louver/LED assembly is available in 6"
increments. If the required fixture length should exceed that
increment, the over length will be taken up by a Filler Plate in
equal lengths on both ends of the fixture run.
-The Filler Plate is recessed and finished to match the louver and minimize visual impact.

Filler Plate
2.4" (61mm)

Filler Plate
2.4" (61mm)

Louver Increment
6" (152.4mm)

n	 RLW, RLB, RNO and REO Optics are available in 6” increments. If the required fixture length 
should exceed that increment, the over length will be taken up by a Filler Plate in equal 
lengths on both ends of the fixture run.

n	 The Filler Plate is recessed and finished to match the louver and minimize visual impact.

n	 Corners will have a 2.5”x2.5” Corner Filler Plate, recessed and finished to match the louver.

n	 RLW, RLB, RNO and REO Optics are available in 6” increments. If the required fixture length 
should exceed that increment, the over length will be taken up by a Filler Plate in equal 
lengths on both ends of the fixture run.

n	 The Filler Plate has a maximum length of 3” and is recessed and finished to match the 
louver and minimize visual impact.
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ProTools 60 Linear Direct Wall  
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FILLER PLATE MULTI-CORNER / LOUVER

 Custom 

 Custom 

Filler Plate Rule
Multi-Corner Configuration
Louver/LED Assembly

 Custom 

 Custom  Custom 

Louver Increment
6" (152.4mm)

n	 Corners will have a 2.4”x2.4” Corner Filler Plate recessed and finished to match the louver.

n	 RLW, RLB, RNO and REO Optics are available in 6” increments. If the required fixture length 
should exceed that increment, the over length will be taken up by a Filler Plate in equal 
lengths on both ends of the fixture run.

n	 The Filler Plate is recessed and finished to match the louver and minimize visual impact.


